KAWEFLEX® Allround 7320 SK-TPE UL/CSA

AN 0co60 BbICOKMX TpeGoBaHUMN

—

MpumeHeHue

Bkuin cunoBoii kabenb Ansa 0co60 BLICOKUX ANEKTPUHECKNX U MEXAHUYECKNX
Tpe6oBaHuit; B ByKCypyeMbIX Lensx 1 NoABMKHBIX MeXaHW3Max, a Tak Xe B KPaHOBbIX 1
NoAbeMHO-KOHBENEpHbIX cucTemax. [ins Npoknagky B CyXux 1 BNaxHbIX MOMELLEHUSIX,

for highest requirements

Application

flexible power cable for highest mechanical and electrical requirements in drag chain
applications and moving drive systems in machine and plant engineering in the field of
crane and conveyor technology in dry and humid rooms also outdoor.

Hapy>XHOWN NPOKNaaKu.

OcobeHHOCTU

» CornacHo Hopm DESINA
+ CornacHo Hopm UL/CSA.

* He copepxuT ranoreHoB, MMeeT HU3KUI ypOBeHb arfeauu (Mpununaxms).
* YCTONYMB K BO3AEWCTBUIO XMPOB, OXNTAXAAIOLLEN KUAKOCTH U CMa3biBaOLLMX

martepuanos.

» Macnoctonkuii cornacHo DIN EN 60811-2-1, 168 yacos npu +100 °C

* He copgepxuT cunukoHa.
* YcTonumB k Y®-uanyyexnuto

MpumeyaHue

« CootsetctayeT anpekTuse RoHS.
+ Kabenb cootBeTcTBYeT AnpekTBe 2006/95/EC ("OnpekTnBa no HU3KoOMy

HanpshxeHuo")

KoHcTpykuus & TexHu4Yeckue xapakTepucTuku

NPOBOAHMK
CTpyKTypa

n3onauus

MapKVpOBKa Xun

cnocob CKpyTKu

BHELLHsIs o6onoyka
LBeT 060noYKN
MapK1poBka

HOMMHanNbHOE HanpskeHne
1cnbITaTeNbHOE HaNpshXeHve
np.aneKkTpuyeckue ceoicTea

MwH. paguyc nsrvba
HENOABWKHO

MwH. paguyc nsruba
NOABWKHO

TemnepaTypa cTauMoHapHoO
TemnepaTypa NoABWKHO
CBOICTBa M30MNsUMN

HOPMbl!

Me[HbIi MHOTOMNPOBOMOYHbIN
corn. DIN VDE 0295 kn. 6 coots. IEC 60228 kn. 6

TPE

YepHble ¢ 6enoi MapkMpoBKoi, 1 una 3eneHo-xenTas
1xxuna: U/ L1/ C/L+** 2xuna: V /L2 3.xuna: W/
L3/D/L-***4.xuna: 4 /N

onTuMarnbHas CKpyTKa XXWUI BOKPYr cepaevHunka

TPE
yepHbIi RAL 9005
corn. TKD Hopm

600/1.000 B
4.000 B

max.yckopeHue ao 80 m/cek?; max. CkopocTb
nepemelleHns 4o 10 mM/cek, Npy CKONbXEHHUU A0 6 M/
cek; AnvHa nepemMelleHus uenu go 400 m

4x anaveTtp kabens
7,5 x puametp kabens

-40 °C / +90 °C

-35°C/+90 °C

corn. IEC 60332-1, Tect FT1

UL 80 °C, 1.000 B, cULus 80 °C, 1.000 B

Special Features

« conform to DESINA
+ UL/CSA approved

* halogen-free, flame-retardant, low adhesion
« resistant to oil, grease, coolant fluids and lubricants
« resistant to oil acc. to DIN EN 60811-2-1, 168 h bei +100 °C

« silicone-free
* UV-resistant

Remarks

« conform to RoHS

« conform to 2006/95/EC-Guideline (CE marking)

Structure & Specifications

conductor material
conductor class

core insulation
core identification

stranding

outer sheath
sheath colour
printing

rated voltage
testing voltage
other characteristics

min. bending radius fixed

min. bending radius moved

operat. temp. fixed min/max
operat. temp. moved min/max
burning behavior

approvals

bare copper strand

super fine wires acc. to DIN VDE 0295 cl. 6 resp. IEC
60228 cl. 6

TPE

BK with WH numerals, one core GNYE 1.core: U/ L1/
C/L+**2.core:V /L2 3.core: W/L3/D/L-**4.core:
4/N

cores stranded in opt. lay length around tensile strength
center

TPE
black (RAL 9005)
acc. to TKD printnorm

600/1.000 V
4.000 vV

max. acceleration 80 m/s?; speed self-supporting up to
10 m/s, gliding up to 6 m/s; max. path length self-sup-
porting/gliding to 400 m

4xd

7,5xd

-40°C/+90 °C

-35°C/+90 °C

acc. to IEC 60332-1, cable flame test, FT1
UL 80 °C, 1.000 V, cULus 80 °C, 1.000 V

05.10.25

TIKD .



Ansi 0c060 BbICOKUX TpeGoBaHUM for highest requirements

1705257 768,0 1.140,0

1705267 4G25 25,4 960,0 1.355,0

1705277 4 G35 31,0 1.344,0 1.914,0

1705287 4 G50 36,6 1.920,0 2.715,0

1705297 4G70 38,8 2.688,0 3.450,0

THD - 05.10.25





